
MAINTENANCE SPILL BERMS
Compact and flexible spill containment deploys instantly in the shop or field

• Quickly contain minor spills and leaks during temporary storage of drums, machine parts,  
 batteries, and equipment

• Lightweight PVC coated fabric provides broad UV and chemical resistance

• Encased urethane foam sidewalls offer easy roll-through access without the need for a ramp

• Walls quickly spring back into place with no memory loss

• No assembly required—simply unfold and use

• Anchor berm in place using the brass grommets in each corner. Anchor stakes not included.

• Order optional grates to keep products and machinery above fluid

Note: For exterior dimension on 4-in (102-mm) models, add 12-in (305-mm) to width and length. For exterior dimension on 
2-in (51-mm) models, add 6-in (152-mm) to width and length

SPECIFICATIONS
Capacity Gal/L Interior W x L Folded W x L x H Sidewall Height Model

5/19 2 x 2 ft (0.6 x 0.6 m) 30 x 30 x 2 in (762 x 762 x 51 mm) 2 in (51 mm) J-28414

10/38 2 x 2 ft (0.6 x 0.6 m) 30 x 30 x 4 in (762 x 762 x 102 mm) 4 in (102 mm) J-28400

10/38 2 x 4 ft (0.6 x 1.2 m) 30 x 54 x 2 in (762 x 1372 x 51 mm) 2 in (51 mm) J-28416

20/76 2 x 4 ft (0.6 x 1.2 m) 16 x 30 x 16 in (406 x 762 x 406 mm) 4 in (102 mm J-28402

40/151 2 x 8 ft (0.6 x 2.4 m) 28 x 28 x 16 in (711 x 711 x 406 mm) 4 in (102 mm) J-28404

20/76 4 x 4 ft (1.2 x 1.2 m) 30 x 30 x 6 in (762 x 762 x 152 mm) 2 in (51 mm) J-28418

40/151 4 x 4 ft (1.2 x 1.2 m) 20 x 24 x 16 in (508 x 610 x 406 mm) 4 in (102 mm) J-28406

60/227 4 x 6 ft (1.2 x 1.8 m) 24 x 24 x 16 in (610 x 610 x 406 mm) 4 in (102 mm) J-28408

40/151 4 x 8 ft (1.2 x 2.4 m) 30 x 30 x 12 in (762 x 762 x 305 mm) 2 in (51 mm) J-28421

80/303 4 x 8 ft (1.2 x 2.4 m) 36 x 36 x 16 in (914 x 914 x 406 mm) 4 in (102 mm) J-28410

44/167 6 x 6 ft (1.8 x 1.8 m) 24 x 24 x 16 in (610 x 610 x 406 mm) 2 in (51 mm) J-28422

90/341 6 x 6 ft (1.8 x 1.8 m) 38 x 38 x 16 in (965 x 965 x 406 mm) 4 in (102 mm) J-28412

135/511 10 x 11 ft (3.0 x 3.4 m) 28 x 28 x 16 in (711 x 711 x 406 mm) 2 in (51 mm) J-28424

220/833 10 x 18 ft (3.0 x 5.5 m) 30 x 30 x 16 in (762 x 762 x 406 mm) 2 in (51 mm) J-28426
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Maintenance Spill Berms

• Quickly contain minor spills and leaks during temporary storage 
of drums, machine parts, batteries, and equipment

• Lightweight PVC coated fabric provides broad UV and  
chemical resistance

• Encased urethane foam sidewalls offer easy roll-through access 
without the need for a ramp

• Walls quickly spring back into place with no memory loss

• No assembly required—simply unfold and use

• Anchor berm in place using the brass grommets in each corner. 
Anchor stakes not included.

• Order optional grates to keep products and machinery above fluid 
(see page 103)

Compact and flexible spill containment deploys 
instantly in the shop or field

Portable, flexible spill berm provides leak and spill protection 
anywhere in your facility.

Roll-over sidewalls offer 
easy drum placement.

Folds up for easy storage.

28416

28414

Capacity Gal/L Interior W x L Folded W x L x H Sidewall Height Model

5/19
2 x 2 ft (0.6 x 0.6 m)

30 x 30 x 2 in (762 x 762 x 51 mm) 2 in (51 mm) 28414

10/38 30 x 30 x 4 in (762 x 762 x 102 mm) 4 in (102 mm) 28400

10/38
2 x 4 ft (0.6 x 1.2 m)

30 x 54 x 2 in (762 x 1372 x 51 mm) 2 in (51 mm) 28416

20/76 16 x 30 x 16 in (406 x 762 x 406 mm) 4 in (102 mm 28402

40/151 2 x 8 ft (0.6 x 2.4 m) 28 x 28 x 16 in (711 x 711 x 406 mm) 4 in (102 mm) 28404

20/76
4 x 4 ft (1.2 x 1.2 m)

30 x 30 x 6 in (762 x 762 x 152 mm)      2 in (51 mm) 28418

40/151 20 x 24 x 16 in (508 x 610 x 406 mm) 4 in (102 mm) 28406

60/227 4 x 6 ft (1.2 x 1.8 m) 24 x 24 x 16 in (610 x 610 x 406 mm) 4 in (102 mm) 28408
40/151

4 x 8 ft (1.2 x 2.4 m)
30 x 30 x 12 in (762 x 762 x 305 mm) 2 in (51 mm) 28421

80/303 36 x 36 x 16 in (914 x 914 x 406 mm) 4 in (102 mm) 28410

44/167
6 x 6 ft (1.8 x 1.8 m)

24 x 24 x 16 in (610 x 610 x 406 mm) 2 in (51 mm) 28422

90/341 38 x 38 x 16 in (965 x 965 x 406 mm) 4 in (102 mm) 28412

135/511 10 x 11 ft (3.0 x 3.4 m) 28 x 28 x 16 in (711 x 711 x 406 mm)
2 in (51 mm)

28424

220/833 10 x 18 ft (3.0 x 5.5 m) 30 x 30 x 16 in (762 x 762 x 406 mm) 28426

Note: For exterior dimension on 4-in (102-mm) models, add 12-in (305-mm) to width and length. For exterior  
dimension on 2-in (51-mm) models, add 6-in (152-mm) to width and length.

Spill Control & Environmental

28416 and 1642IB

28400 and 1642S
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30 x 30 x 4 in (762 x 762 x 102 mm) 4 in (102 mm) 28400

10/38
2 x 4 ft (0.6 x 1.2 m) 30 x 54 x 2 in (762 x 1372 x 51 mm) 2 in (51 mm) 28416

20/76
16 x 30 x 16 in (406 x 762 x 406 mm) 4 in (102 mm 28402

40/151 2 x 8 ft (0.6 x 2.4 m)
28 x 28 x 16 in (711 x 711 x 406 mm) 4 in (102 mm) 28404

20/76
4 x 4 ft (1.2 x 1.2 m) 30 x 30 x 6 in (762 x 762 x 152 mm)      2 in (51 mm) 28418
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